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CRS - Titan  Ballistic  Rubber
Cumberland Rubber Supply Titan ballistic blocks and panels are ideal for a wide 
range of benefits. These Vulcanized rubber blocks and panels have been tested to 
stop and break apart bullets, including .45, 9mm, 7.62mm, and 5.56mm. These parts  
are designed to provide a safe live fire environment by controlling rounds on contact, 
stopping ricochet, encapsulating bullets, slowing rounds, and breaking apart rounds. 
These parts are designed for military, law enforcement, and private range use. 

Titan products can save on maintenance of hard backstop surfaces such as AR 
500 steel.

What makes Titan Ballistic panels and blocks 
different is they are made to have higher 
effectiveness in defeating rounds by breaking 
apart and containing fragments of the bullets. 

Titan parts are molded with high-density 
ballistic rubber and a molded high carbon 
screen. The product also contains a built-in 
fire-resistant formula along with UV 
protection. As a result, this vulcanized rubber 
can do it all.

Below is an exray showing rounds breaking apart after hitting the high 
carbon screen molded into the Titan product. 



Titan  Ballistic  Parts
6" x 12" x 24" Ballistic Block (72 lbs)
9" x 12" x 24" Ballistic Block (105 lbs)

2"x 2' x 2' Ballistic Rubber Panel (48 lbs)

Titan products use High-Density Ballistic 
Rubber.

High-Density Ballistic Rubber is an actual rubber 
compound. The compound was designed with many range 
functions in mind. The product is designed to last 2 to 3 
times longer than other rubber parts.

CRS High-Density ballistic rubber is designed to feature 
desired traits of flexibility, density, and durability. This 
designed compound enables high performance and 
durability. Rounds smoothly enter CRS ballistic products, 
and the rubber self heals around the bullet. This feature 
allows the product to function better in anti ricochet 
environments.

This increased performance is due to the elasticity of the 
product and the design of the rubber.

Tit
an

Balanced High Carbon Screen

Titan Ballistic products 
are built with the same 
high quality rubber 
that the standard 
products use. The 
difference is Titan 
products are modified 
with a carbon screen 
heat pressed and 
cured in the design. 
The end result is a 
ballistic rubber part 
that can break apart 
rounds.
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Titan Ballistic 

 Standard screen: 

1/8th inch opening & .108 inches wire gauge

RUBBER MATERIAL SAFETY DATA SHEET 

I. PRODUCTION IDENTIFICATION 
Product name: Vulcanized rubber 
Synonym: N/A 
Formula: Proprietary mixture CAS# 
Mixture 
II. HAZARDOUS INGREDIENTS 
Hazardous Ingredients/OSHA: See section X 
Hazard: None 
Carcinogenic Ingredients: See section X 
SARA Title III Section 313 Ingredients: None 
III. PHYSICAL AND CHEMICAL CHARACTERISTICS 
Boiling Point: N/A 
Melting Point: N/A 
Specific Gravity: ˜ 1.1 
Evaporation Rate (ether +1): N/A 
Solubility (water): Insoluble 
Appearance: Black Colored Solid 
IV. FIRE AND EXPLOSION DATA 
Flash Point: N/A 
Extinguishing Media: Water, Foam, Dry Chemical Special 
Firefighting Procedures: Wear self-contained breathing 
equipment and full protective clothing. 
V. REACTIVITY DATA 
Stability: Stable 
Materials to avoid: Strong oxidizing agents 
Hazardous Polymerization: Will not occur 
Hazardous Decomposition Products: Carbon Monoxide, 
Carbon Dioxide and Aromatic and Aliphatic Hydrocarbons 
VI. HEALTH HAZARD INFORMATION 
Eye: Direct contact may cause irritation 
Skin: Prolonged direct contact may cause irritation Inhalation: 
Hot rubber may give off fumes that may cause respiratory 
tract irritation 
Ingestion: Oral exposure or swallowing may produce gastrointestinal 
upset and irritation of the mouth and throat 

VII. EMERGENCY AND FIRST AID PROCEDURES Eye Contact: Flush with water 
for at least 15 minutes. 
Consult a physician if necessary. 
Skin Contact: Wash with soap and water 
Inhalation: Remove to fresh air. Consult physician if necessary. 
Ingestion: Call a physician. 
VIII. PERSONAL PROTECTION INFORMATION 
Protective Equipment: Safety Glasses. Impervious gloves for prolonged or 
repeated contact. 
Respiratory Protection: Not typically required 
Ventilation: General exhaust 
IX. SPILL AND DISPOSAL PROCEDURES 
Waste Disposal: Not classified as a RCRA hazardous waste. Dispose of 
according to applicable environmental regulations. 
X. SPECIAL PRECAUTIONS 

This mixture has not been evaluated as a whole. All ingredients are bound in a 
polymer matrix and the potential for hazardous exposure is minimal. 
However, some components in this product do possess the potential to be 
irritants. The oil component has been classified by I.A.R.C. as a skin 
carcinogen in mice and a possible skin carcinogen in humans. The 
carcinogenic potential of the polymeric material containing this oil has not 
been established. 
Sheet Information:

Hybrid compound: Natural Rubber & SBR (Styrene Butadiene Rubber )


